
TIMING BELT CLAMP PLATE

The core function of the timing belt clamp plate is to ensure smooth, accurate, and reliable
power transmission by maintaining precise belt positioning and stable engagement, while

effectively preventing slippage and misalignment.

Material: Aluminum Alloy Unit: mm

Belt Type Product Code Pitch (mm) A (mm) B (mm) S (mm) Ød (mm) F (mm) L (mm) C (mm)

XL XL-025

XL XL-037

L L-050

L L-075

L L-100

H H-050

H H-075

H H-100

HTD 3M-09

HTD 3M-15

HTD 5M-09

HTD 5M-15

HTD 5M-25

HTD 8M-20

HTD 8M-30

HTD 8M-50

HTD 8M-85

HTD 14M-40

HTD 14M-55

HTD 14M-85

HTD 14M-115

HTD 14M-170

T T5-10

T T5-16

T T5-25

T T10-16

T T10-25

T T10-32

T T10-50

AT AT5-10

AT AT5-16

AT AT5-25

AT AT10-16

AT AT10-25

AT AT10-32

AT AT10-50

Special sizes available upon request. Send us your drawings for custom solutions.
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5.08 42.5 25.5 8 5.5 6 6.4 3.5

5.08 42.5 28.5 8 5.5 6 9.5 3.5

9.525 76.6 39 15 9 8 12.7 5

9.525 76.6 45 15 9 8 19.1 5

9.525 76.6 51.5 15 9 8 25.4 5

12.7 106.9 45 22 11 10 12.7 9

12.7 106.9 51 22 11 10 19.1 9

12.7 106.9 57.5 22 11 10 25.4 9

3 25 24 5 4.5 5 9 2

3 25 30 5 4.5 5 15 2

5 41.5 28 8 5.5 6 9 3.2

5 41.5 34 8 5.5 6 15 3.2

5 41.5 44 8 5.5 6 25 3.2

8 66 45 15 9 8 20 5

8 66 55 15 9 8 30 5

8 66 75 15 9 8 50 5

8 66 110 15 9 8 85 5

14 116 71 22 11 10 40 9

14 116 86 22 11 10 55 9

14 116 116 22 11 10 85 9

14 116 146 22 11 10 115 9

14 116 201 22 11 10 170 9

5 41.8 29 8 5.5 6 10 3.4

5 41.8 35 8 5.5 6 16 3.4

5 41.8 44 8 5.5 6 25 3.4

10 80 41 15 9 8 16 5

10 80 50 15 9 8 25 5

10 80 57 15 9 8 32 5

10 80 75 15 9 8 50 5

5 41.8 29 8 5.5 6 10 3.4

5 41.8 35 8 5.5 6 16 3.4

5 41.8 44 8 5.5 6 25 3.4

10 80 41 15 9 8 16 5

10 80 50 15 9 8 25 5

10 80 57 15 9 8 32 5

10 80 75 15 9 8 50 5


